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FINAL ASSESSMENT REPORT OF AN EQUIPMENT FOLLOWING THE 

EUROPEAN PRESSURE EQUIPMENT DIRECTIVE 97/23/EC 
CATEGORY I   MODULE A 

Report No.: NTC20111113-PED 
 

1. Introduction  
An application from Shanghai Xunhe Electromechanical Co.,Ltd to NTC for assess his series 
products Valve Accessories (VS Series Pneumatic Actuator, VSF Series Pneumatic Actuator, 
Limit Switchbox, Solenoid Valve, E/P Positioner) according to the European pressure equipment 
directive 97/23/EC.  
General aspect of the products for assessing:  

  
       Pneumatic Actuator             VSF Series Scotch Yoke Type Pneumatic & Hydraulic Actuator 
 

            
4V Solenoid Valve                VSL Valve Position Monitor(Limit Switchbox) 

 

 
E/P Positioner 
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1.1 List of the type or models  
Valve Accessories (VS Series Pneumatic Actuator, VSF Series Pneumatic Actuator, 
Limit Switchbox, Solenoid Valve, E/P Positioner) are involved in assessing:  
 
Model VS Series Rack & Pinion PneumaticActuator: 

VS-032DA/SR,VS-052DA/SR, VS-063/SR,VS-075DA/SR,VS-083DA/SR, 
VS-092DA/SR, VS-105DA/SR, VS-125DA/SR, VS-140DA/SR, VS-160DA/SR, 
VS-190DA/SR, VS-210DA/SR, VS-240DA/SR, VS-270DA/SR 

VSF/VS Series Scotch Yoke Type Pneumatic & Hydraulic Actuator: 
VS13DA/SR,VS17DA/SR,VS20DA/SR,VS25DA/SR,VS28DA/SR, 
VS32DA/SR,VS35DA/SR,VS49DA/SR,VS60DA/SR,VS70DA/SR, 
VSF14-200DA/SR*,VSF14-250DA/SR*,VSF14-300DA/SR*, 
VSF16-250DA/SR*,VSF16-300DA/SR*,VSF16-350DA/SR*, 
VSF25-350DA/SR*,VSF25-400DA/SR*,VSF-25-450DA/SR*, 
VSF30-450DA/SR*,VSF30-500DA.SR*,VSF30-550DA/SR*, 
VSF35-550DA/SR*,VSF35-600DA/SR*,VSF35-700DA/SR*, 
VSF40-600DA/SR*,VSF40-700DA/SR*,VSF40-800DA/SR*, 
VSF48-800DA/SR*,VSF48-900DA/SR*,VSF48-1000DA/SR*, 
VSF60-800DA/SR*,VSF60-900DA/SR*,VSF60-1000DA/SR*, 
VSF60-1100DA/SR* *=air supply(3~6bar) 

Limit Switchbox: 
VSL-100,VSL-200,VSL-300,VSL-400 

E/P Positioner: 
VS-1000L/ R 

Solenoid Valve: 
4V310-08B, 4V320-08B, 4V310-08E, 4V320-08E 
4V410-08B, 4V420-08B, 4V410-08E, 4V420-08E 

 
1.2 Technical documents  
Below documents have been submitted to NTC for assess by the applicant:  

1. Application    
2. Note differences in CE certified equipment  
3. Enterprise business license  
4. Plate rubbing pieces  
5. Quality Assurance System Chart  
6. Material quality control procedures Map  
7. Process quality control procedures Map  
8. Inspection Quality Control System  
9. Regulations and standards for pressure vessel manufacturing index directory  
10. Pressure components, raw materials, inspected and the notice  
11. Pressure Equipment Product Quality Certificate (inspection reports, etc.)  
12. Electrical equipment assembly drawings and assembly plans  
13. Specification manual  
 



 
 

Nationaux de Certification Technique
National Technical Certification                                                     Page 3/10 

National Techincal Certification   217 rue des reculetes - 73123 Paris, France 
Tel. +33 (0)1 55 48 06 40  Fax +33 (0)1 55 48 06 42 http://www.frantc.com/   E-mail: info@frantc.com 

 
2. Assessment 
 
2.1. the principle of operation 

 
For double acting actuator 
- CCW-counter-clockwise 
Air to port A forces the pistons outwards, causing the piston to turn counter-clockwise while air is being 
exhausted from port B.  
 
- CW-clockwise 
Air to port B forces the pistons inwards, causing the piston to turn  
clockwise while air is being exhausted from port A. 
 
For single acting spring return actuator 
- CCW-counter-clockwise 
Air to port A forces the pistons outwards, causing the springs to compress. The pinion turns 
counter-clockwise while air is being exhausted through port B. 
 
 
- CW-clockwise 
Loss of air pressure through port A allows the stored energy in the springs to force the pistons 
inwards. The pinion turns clockwise while air is being exhausted through port A. 
 

2.2. Classification of the products  
In No.13 technical document Specification manual said the pressure ranges stated as: 

2 bar(29 psig) to 8 bar(116 psig) for double acting  
3 bar(44 psig) to 8 bar(116 psig) for spring return 

According to the European pressure equipment directive 97/23/EC article 3 1.1(a) first  
indent, the products belong to category I. the conformity assessment is module A. 
 
 
2.3 Evaluation of the technical files  
 
For module A, below technical files are needed for assessment:  
— a general description of the pressure equipment,  
Which can be find at the technical document Operation and maintenance  
Manual. 
— conceptual design and manufacturing drawings and diagrams of components,  
sub-assemblies, circuits, etc.,  
Which can be find at the technical document Electrical equipment assembly  
drawings and assembly plans. 
 
— descriptions and explanations necessary for an understanding of the said drawings and 
diagrams and the operation of the pressure equipment, 
Which can be find at the technical document Operation and maintenance manual, Electrical 
equipment assembly drawings and assembly plans and Electrical operating instructions. 
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— a list of the standards referred to in Article 5, applied in full or in part, and a description 
of the solutions adopted to meet the essential requirements of the Directive where the 
standards referred to in Article 5 have not been applied, 
 
Blow standards stated at the technical document Regulations and standards for manufacturing. 
ISO 9001:2008      Quality management systems -- Requirements 
ISO5211:2001      Industrial Valves - Part-Turn Actuator Attachments 
VDI/VDE 3845:2004 Industrial process control valves - Interfaces between valves, actuators and auxiliary 

equipment 
ASTM A351/A351M:2010  

Standard Specification for Castings, Austenitic, for Pressure-Containing Parts 

 
 
 
 
3 Conclusion 

According to the European pressure equipment directive 97/23/EC article 3 1.1(a) first indent, and 
the conformity assessment module A, based on the all technical documents that submitted by the 
applicant, we declares that: 
 
the products Valve Accessories (VS Series Pneumatic Actuator, VSF Series Pneumatic Actuator, 
Limit Switchbox, Solenoid Valve, E/P Positioner) meet the requirements of the European pressure 
equipment directive 97/23/EC. 
 
All technical documents will be archived at NTC dossier. 
 
A certificate will be issued by NTC for the applicant: Shanghai Xunhe Electromechanical Co., Ltd. 
 

Prepared by:  
 

Approve by:  
 
Date: Oct. 14, 2011 
 
……………………………………………………………………………………………………………………….. 
Appendix 1: Pneumatic Actuator-Dimension Table (VS Series) 
Appendix 2: Pneumatic Actuator-Dimension Table (VSF Series) 
Appendix 3: Components list , Specification and Dimensions (VSL Series) 
Appendix 4: Specification and dimension of 4V Solenoid Valve 
Appendix 5: Specification and dimension of Electro-Pneumatic Positioner VS-1000R 
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Appendix 1: Pneumatic Actuator-Dimension Table (VS Series) 
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Appendix 2: Pneumatic Actuator-Dimension Table (VSF series) 
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Appendix 3: Components list , Specification and Dimensions (VSL series) 
 

Components List 
Housing Low copper aluminum die-casting 
Coating Exposy-Ployster 
Sealing NBR O-rings on each interface 

(Dome indicator,Lower/Upper Housing, 
Shaft) 

Cams Poly-Carbonate 
Bushings Bronze 
Shaft AISI304 Stainless Steel 
Earth Lug Stainless Steel 
Mounting Bracket AISI304 Stainless Steel 

 
Specification 
Item/Type VSL-100 

/200S2 
VSL-100 
/200P 

VSL-100 
/200S4 

VSL-300 
/400S2 

VSL-300 
/400P 

VSL-300 
/200S4 

Switch type Mechinery 
x2 

Sensor 
x2 

Mechinery
x2 

Mechinery 
x2 

Mechinery 
x2 

Mechinery 
x4 

Switch Class 
 

AC:250V 
3A, 125V 5A 
DC:  
250V 0.2A 
125V 0.4A,  
30V 4A 

 
12-24VDC

AC:125 or  
250V 10A 
480A 2A 
 
 

AC:250V 
3A,125V 
5A 
DC:  
250V 0.2A
125V0.4A,  
30V 4A 

 
12-24VDC 
 
 
 

AC:125 or 
250V 10A 
480A 2A 
 
 
 
 

Protection class Weather proof, IP67 Weather proof, IP67 
Explosion-proof - Ex d II BT6, Ex d II CT6, Ex ia II CT6
Ambient temp. -20℃-60℃ -20℃-60℃ 
Power interface NPT1/2 (PT1/2, PF1/2, M20) NPT3/4(PT3/4,PF3/4,M20) 
Wiring 8 Points 8 Points 
Mounting Bracket aluminum die-casting NAMUR VDI/VDE 3845, ISO 5211 
Weight 500g(1.1lb) 1.4kg (3.1lb) 
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Dimensions 
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Appendix 4: Specification and dimension of 4V Solenoid Valve 
 
Specification 
 

 
 

 
Dimensions 

 
 
 
 
 

Model 4V310/410 4V320/4V420 
Medium Air 

Valve Type 5 Port 2 Position 
Orifice Size 35mm2 
Port Size PF1/4" 
Lubrication Not Required 
Pressure Range 0.15 ~ 0.8 Mpa 
Proof Pressure 12bar 
Temp. Range -5 ~ 60℃ (23 ~ 140°F) 
Voltage Range -15% ~ 10% 
Power Consumption AC=2.0~3.5VA, DC=2.5W 
Insulation Class Class F 
Protection IP65(DIN40050) 
Connector Socket with Plug 
Max Frequency 5 cycle/second 
Specification of Explosion-Proof Type 
Explosion Proof EExmII T4, T5 
Voltage Range +10% 
Power Consumption AC = 4.4W, DC = 5W 
Insulation Class Class F 
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Appendix 5: Specification and dimension of Electro-Pneumatic Positioner VS-1000R 
 

 
 


